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3.3Ah 3.70V 90C Discharge Rate 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 

  
90C High Discharge Rate Drone, robot 

  
Wide Temperature 

Operating Range 
High Density Capacity 

Model  VE073044127B-3.3Ah 

   

Dimension Specs (mm)  

Thickness (Initial ） ≤7.3  

Width  ≤43.5  

Length ≤127  

Tab length 12±2.0  

Tab pitch 20±2.0  

Tab specification 15×0.2  

Top sealing Width 5 ± 1  

Tab glue 0.2~2.0  

   

Main Parameter Rating Remark 

Nominal Capacity 3.3 Ah 0.5 C rate, 3V cut-off 

Minimum. Capacity 3.135 Ah  

Nominal Voltage 3.7 V  

Charge Method CC-CV  

Charge Voltage 4.2 ±0.02V  

Standard charge current 0.5 C (1.65A)  

Rapid charge current 1.0 C (3.3A) 25±3℃ 

Standard charge time 3.0 hours   

Rapid charge time 2.0 hours   

Charging End Condition 0.03 C (0.099A) At CV mode 

Max. charge current 1.0 C (3.3A) 25±3℃ 

Max. Constant Discharge Current  90.0 C (29.7A) 25±3℃ 

Peak Discharge Current 150.0 C (49.5A) ≤1S 

Discharge Cutoff Voltage 3.00 V 25±3℃ 

Cycle Life ≥80% @      300      cycle 1 C cycle @25±3℃ 

Resistance ≤2.5 mΩ 1kHz AC Method 

Weight 80 g (Approx.) Expected weight 

Dimensions 7.3     ×    43.5   ×   127.0   mm T*W*L 

Voltage as of shipment 3.75V~3.85V 25±3℃ 

Operating Temperature Charge Temperature 0~45℃  
 Discharge Temperature -10~50 ℃  

Storage Temperature Range 

40~55 ℃ (For up to one week) 
25~40 ℃ (For up to one month) 
0~25 ℃ (For up to one year) 
25±3 ℃ (Recommended storage 
temperature) 

3.75V-3.85V, 65±20%RH Storage Temperature Range 

 


